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APPLICATION

 CAT6A UTP cable 
 100% copper conductor
 LSZH (Low Smoke Zero Halogen) jacket
 Cca CPR Class*
 305 m pull box with plastic reel

DATA CABLE

CT6A-CUD. UTP Cable 

MODEL CT6A-CUD

Reference. 2497

Category UTP CAT6A

Standard TIA/EIA-568B-2, ISO/IEC 11801

Conductor

Material 100% Cobre

Type Solid

Wire Gauge 23 AWG

Diameter 0,57 mm ± 0,01

DC Resistance 9,5 Ω/100 m

Insulation

Material PE

Thickness 0,2 mm ± 0,01

Diameter 0,91mm ± 0,03

Colour Code

Pair 1 Blue White-Blue

Pair 2 Orange White-Orange

Pair 3 Green White-Green

Pair 4 Brown White-Brown

Cross Separator Yes

Rip Cord Yes

Outer Jacket

Material LSZH

Thickness 0,60 mm ± 0,05

Diameter 6 mm ± 0,03

Colour White

Fire Performance CPR Class Cca

Cable Length 305 mts

Packaging Pull box

Dimensions / Weight 337 x 270 x 342 mm / 23 kg

Conductor
Cross Separator
Rip Cord
Outer Jacket

Cable CPR classification: Cca s1, d0, a1
-s (Smoke): Smoke emission performance. 
-d (droplets): Flaming droplets/particles performance.  
-a (acidity): Classification indicating the emission of acidic gases 

during a fire.
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ELECTRICAL CHARACTERISTICS

Frequency
(MHz)

Upper Impe-
dance Limit 

(Ω)

Lower 
Impedance 

Limit (Ω)

RL
(dB)

Max. Atte-
nuation

(dB/100m)

Return Loss
(dB)

NEXT 
(dB/100m)

PS NEXT 
(dB/100m)

ELFEXT 
(dB/100m)

PS ELFEXT 
(dB/100m)

1 122,2 81,8 20,0 2,08 20,0 75,3 72,3 68,0 65,0

4 115,2 86,8 23,0 3,80 23,0 66,3 63,3 56,0 53,0

8 112,6 88,8 24,5 5,31 24,5 61,8 58,8 49,9 46,9

10 119,9 89,4 25,0 5,93 25,0 60,3 57,3 48,0 45,0

16 111,9 89,4 25,0 7,49 25,0 57,2 54,2 43,9 40,9

20 111,9 89,4 25,0 8,38 25,0 55,8 52,8 42,0 39,0

25 112,9 88,5 24,3 9,38 24,3 54,3 51,3 40,0 37,0

31.25 114,1 87,7 23,6 10,50 23,6 52,9 49,9 38,1 35,1

62.5 118,3 84,5 21,5 14,99 21,5 48,4 45,4 32,1 29,1

100 121,9 82,0 20,1 19,14 20,1 45,3 42,3 28,0 25,0

150 125,7 79,6 18,9 23,68 18,9 42,7 39,7 24,5 21,5

200 128,8 77,6 18,0 27,58 18,0 40,8 37,8 22,0 19,0

250 131,5 76,0 17,3 31,07 17,3 39,3 36,3 20,0 17,0

300 131,6 76,0 17,3 34,27 17,3 38,1 35,1 18,5 15,5

350 131,6 76,0 17,3 37,25 17,3 37,1 34,1 17,1 14,1

400 131,6 76,0 17,3 40,05 17,3 36,3 33,3 16,0 13,0

500 131,6 76,0 17,3 45,26 17,3 34,8 31,8 14,0 11,0


