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Passive quick-connect components for DTT and 
satellite signal distribution

FEATURES
•	 Splitter with 2, 3, 4, 5, 6 or 8 outputs.
•	 Quick and secure connection without connectors 

thanks to a flange system.
•	 Low insertion loss.
•	 Dual input (PAU function) for ICT installations.
•	 High-quality zamak material with shielding.
•	 Provision for earthing.
•	 Indoor installation.

DAU Series

Indoor shielded distribution 
units (PAU) 5–2400 MHz

MODEL DAU-204 DAU-307 DAU-408 DAU-510 DAU-612 DAU-813

Reference 2102 2103 2104 2105 2106 2107

Number of exits 2 3 4 5 6 8

Frequency Range MHz 5 - 2400

Attenuation distribution

dB 5–862 MHz ≤4.3 ≤6.7 ≤8.1 ≤11 ≤11.3 ≤12.5

dB 950–1550 MHz ≤4.5 ≤7.5 ≤9.1 ≤12 ≤12 ≤13.8

dB  1551–2150 MHz ≤5.5 ≤9 ≤10.4 ≤13.5 ≤14 ≤15.4

dB  2150–2400  MHz ≤6 ≤10 ≤11 ≤15 ≤15.5 ≤17

Isolation between outputs

dB 5–300 MHz ≥20 ≥28 ≥28 ≥28 ≥28 ≥28

dB 301–862 MHz ≥20 ≥25 ≥26 ≥26 ≥26 ≥28

dB 950–2400 MHz ≥18 ≥22 ≥23 ≥23 ≥23 ≥24
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