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Fully shielded splitters and distributors with 
“F” connectors.

APPLICATION
Suitable for ICT installations.

FEATURES
•	 Splitters with 1, 2, 4, 6 and 8 outputs.
•	 Current rating: 

DER: Through all outputs. Allows 
cables to pass through the rear.

DERIVATIVES

MODEL DER 410 DER 415 DER 420 DER 425 DER 615 DER 620 DER 625 DER 815 DER 820 DER 825

Reference 85274 85275 85276 85277 85278 85279 85280 85281 85282 85283
Number of outputs  4 6 8
Covered band MHz 5 ÷ 2300
Attenuation of 
Bypass 5 - 2300 MHz dB 10 15 20 25 15 20 25 15 20 25

Passband attenuation

5–47 MHz

dB

4 2 1 1 3.5 1.5 0.5 3.5 1.5 1
47–862 MHz 4 2.5 1 1 4 2 1.5 4 2 1

950–2150 MHz 5 4 2 2 5 4.5 3.5 5 3.5 2
2150–2300 MHz 5.5 4.5 3 2 5.5 5 5 5.5 3.7 2.5

Directional attenuation

5–47 MHz

dB

25 30 38 45 25 30 30 25 30 30
47–862 MHz 27 28 30 32 22 25 30 22 25 30

950–2150 MHz 25 25 25 25 22 25 25 22 25 25
2150–2300 MHz 25 25 25 25 21 24 24 20 24 24

Isolation between 
outputs

5–47 MHz dB 23 23 23 23 22 25 25 22 27 27
47–862 MHz 22 22 22 22 22 22 22 22 22 22

950–2150 MHz dB 21 22 22 22 22 22 22 22 22 22
2150–2300 MHz 21 21 21 21 16 16 16 16 16 22

Return losses 5–862 MHz dB 12
950–2150 MHz 10

Min. 
min.

5 - 862 MHz dB 65
950–2150 MHz 55

Packaging dimensions (10 pcs.) mm 205 x 125 x 67 205 x 125 x 67
Weight (10 pcs.) kg 0.70 1.10

2GHz DISTRIBUTION COMPONENTS
“F” SPLITTERS

DER 2GHz Series

DERIVATIVES

MODEL DER 110 DER 115 DER 120 DER 125 DER 210 DER 215 DER 220 DER 225

Reference 85266 85267 85268 85269 85270 85271 85272 85273
Number of outputs  1 2
Covered band MHz
Attenuation of 
bypass 5 - 2300 MHz dB 10 15 20 25 10 15 20 25

Passband attenuation

5–47 MHz

dB

2.2 1.3 1.1 1 3.5 2.5 1.5 1
47–862 MHz 2.2 1.5 1.1 1 3 2.2 1.5 1

950–2150 MHz 2.2 2.2 1.9 1.8 3.5 3 2.8 1.7
2150–2300 MHz 2.2 2.2 2.2 2.1 4 3 3 2.1

Directional attenuation

5–47 MHz

dB

25 25 27 30 20 25 30 35
47–862 MHz 24 24 25 27 23 22 25 35

950–2150 MHz 23 23 23 24 18 22 22 28
2150–2300 MHz 23 23 23 24 18 21 22 26

Isolation between 
outputs

5–47 MHz dB - - - - 40 45 60 22
47–862 MHz - - - - 30 35 45 22

950–2150 MHz dB - - - - 28 30 32 22
2150–2300 MHz - - - - 28 30 32 22

Return losses 5–862 MHz dB 12
950–2150 MHz 10

Min. 
min.

5 - 862 MHz dB 65
950–2150 MHz 55

Packaging dimensions (10 pcs.) mm 118 x 108 x 61 115 x 105 x 57 160 x 105 x 57
Weight (10 pcs.) kg 0.66 0.50 0.60


