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Ref. 36974

Mast ampliÿers, specially designed for receiving DTT 
signals. Adapted to the second digital dividend

Multiband mast amplifiers

Very high
UHF gain

Very low operative
noise figure

Interstage variable
attenuator

 DC bypass for 
active antennas



 Supply voltage
   +12 VDC and +24 VDC
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SBA-103-C48

1304

1

UHF

MHz 470 - 694

dB 34

dB 0 - 15

dB ≤ 3

dBµV 113

VDC +12 / +24

mA 60 / 70

ºC -10 ... +60

IP IP54

mm 96 x 125 x 46

kg 0.370

SBA-104-C48

36974

2

UHF UHF
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-15 dB
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+12/24 VDC
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ON OFF5G

SBA-103-C48

APB-112-M
APB-224-M

• Adapted to the first digital dividend
• DC bypass for active antennas.
• Interstage variable attenuators.
• Optimum design for very low operative noise figure.
• Internal injection-moulded zinc alloy housing with F type ports.

Main features

Application example

SAT receiver

In case the SAT input is not used, it can be supplied 
with +24 VDC.

MODEL

Inputs

Frequency range

Nominal gain

Gain adjustment

Noise figure

Output level (DIN 45004 IMD-60dB)

Operation voltage

Consumption

DC bypass Yes

Operating temperature

Protection level

Dimensions

Weight

Yes, to UHF2 Yes, to SAT

Power supply

REF.
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