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Fagor’s SIT series of transmodulators allow you to tune 
into satellite transponders and, after selecting the desired 
services, convert them for IPTV distribution over an 
Ethernet network.

FEATURES
•	 New design and aesthetics, ready for 19” rack 

mounting, 1U height.
•	 Each module includes its own power supply and 

has 4 inputs and two independent transmission 
outputs with a total capacity of 32 services (2x16).

•	 Simple and intuitive programming via a web server 
(locally or remotely).

•	 PID filtering to optimise resource usage.
•	 Ability to create new services from existing ones, 

combining audio PIDs with video PIDs as the user 
wishes (for example, two services with the same 
video but with audio in two different languages).

IP STREAMING HEADENDS
SAT TO IP STREAMER

SIT Series

EXAMPLE

MODEL SIT 402

Reference 08240

INPUT

Inputs  4 (2 + 2, Loop or independent)

Modulation type  QPSK, 8-PSK

Frequency MHz 950 ÷ 2150

Input level dBμV 47 ÷ 86

Symbol rate MB 1 to 62 / 1 to 45 

Code rate 1/2, 2/3, 3/5, 3/4, 4/5, 5/6, 7/8, 8/9, 9/10

Roll-off 0.15, 0.20, 0.25, 0.35

LNB control 22 kHz 13/17 V or DiSEqC 1.0

DVB-SI and TS PROCESSING

Conditional Access NO

Table processing PAT, PMT, SDT, PID filtering, service creation and editing

Output format SPTS/MPTS

OUTPUT

Number 2 independent

Number of services 32 (2x16)

Physical interface 100-BaseT Ethernet over RJ-45 (IEEE 802.3u)

TCP/IP protocol IP multicast (RTP or UDP)

Signalling protocol SAP

CONTROL INTERFACE

Number 2 independent

Physical input Ethernet 100/1000-BaseT via RJ-45

Protocol Web Server


