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Quick-connect passive components suitable for ICT 
installations

FEATURES
•	 Shielded directional splitters available with 6 and 

8 outputs
•	 Quick and secure connection without connectors 

thanks to a clamp system.
•	 Low insertion loss.
•	 Zamak chassis with high-quality shielding.
•	 Provision for earthing.

UDB series splitters

Indoor 
shielded 5–2400 MHz

SCS 2

MODEL UDB-615 UDB-620 UDB-625 UDB-815 UDB-820

Reference 2121 2122 2123 2124 2125

Number of exits 6 8

Frequency range MHz 5–2400

Shunt Attenuation (±1 dB) dB 15 20 25 16 20

Passband attenuation

dB 5–862 MHz ≤ 4 ≤ 3 ≤ 2.8 ≤ 4 ≤ 2

dB 862–2150 MHz ≤ 5 ≤ 4 ≤ 3 ≤ 5 ≤ 4.8

dB 2150–2400 MHz ≤ 6.5 ≤ 5.5 ≤ 3.5 ≤ 6 ≤ 5.5

Directional decoupling

dB 5–300 MHz ≤32 ≤32 ≥35 ≥30 ≥30

dB 301–862 MHz ≤32 ≤32 ≥33 ≥30 ≥30

dB 950–2400 MHz ≥26 ≥28 ≥29 ≥28 ≥26

Isolation between outputs

dB 5–862 MHz ≥35 ≥34 ≥30 ≥30 ≥31

dB 862–2150 MHz ≥32 ≥28 ≥25 ≥28 ≥26

dB 2150–2400 MHz ≥25 ≥24 ≥24 ≥23 ≥26

UDB - 815


